POWERED CARPET

PULLER Features

This heavy-duty machine automatically locks into any
existing direct-glued-down carpet and works over any type
of floor surface. It is quieter than a floor scraper machine, can
withstand the abuse of day-in/day-out commercial use, and is
easy to use on any jobsite.

A. One-person operation; recognized by insurance companies
to reduce workers compensation

B. Sets up to pull carpet in seconds, reducing labor costs;
quick shaft disengagement for fast re-hooking

C. High-polymer, low-stretch cord for safer winch
application (no cable)

D. Strongest pull bars in the industry; shark-toothed base
gripper teeth for super holding power on flat carpet

Included with the 71

- 71-2: 46-inch pull bar
- Instruction manual

71 Specifications

Width 29.5" 75cm
Height 42" with screen 107 cm with screen 3
10" when screen is folded 25 cm when screen is folded ACCGSSOI’IES
Length 34" 86 cm - 71-1: 1-foot optional pull bar ‘ .
- 71-P33: Replacement puller rope (3/8-inch diameter
Weight 1851b 83.9 kg % 50 feet)
Speed 15-22 ft/min 4.6-6.7 m/min - 71-P8: Replacement gripper strip (5 strips required
HP 1 0.745 kW per base]
Voltage 15/230
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