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SEA
L

	� Aluminum 
Alloy 6063, 
T5 Temper

	� Synthetic 
EPDM 
Rubber in 
Poly- 
propylene 
Thermo- 
plastic 
Matrix

	� �Flame/
Moisture-
Resistant

	� #8 x 1 1/4” 
Stainless 
Steel SMS

#8 x 1-1/4" Stainless Steel SMS

1/4"

1-1/8"

2-15/16"

1 "



1.	� Peel release liner 
from adhesive 
tape, located on 
the neoprene.

2.	�Apply neoprene to 
metal retainer as 
illustrated above.

3.	�Cut seal to fit.
4.	�Drill through 

neoprene using 
3/16” drill bit 
at screw hole 
locations.

5.	�Locate material at 
bottom of door.

6.	�Mark screw holes.
7.	�Drill pilot holes for 

screws using 7/64” 
drill bit.

8.	�Install material 
with screws 
provided, working 
from one end to 
the other.

9.	�Adjust position 
so seal does 
not impede 
proper closing 
and locking of 
overhead door.

INSTALLATION  
INSTRUCTIONS

81369N

3.25
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#8 x 1-1/4" Stainless Steel SMS

1/4"

1-1/8"

2-15/16"

1 "

WARNING: 
These products can  

expose you to 
chemicals including 

2-Mercaptobenzothiazole  
which is known to the  
State of California to 

cause cancer. For 
more information, go to 

P65Warnings.ca.gov


