Coil for storage or easy
portability and transport.

®

Also available in black,
brown, and gray.

Extension Cord
3/8” (9.5 mm)

BACK

Extension Cords
3/8” (9.5 mm)

or

Air Hoses

3/4” (19 mm)

or

Garden Hoses
5/8” (16 mm)

|

Ultra-Sidewinder® Small

Load Capacity: 2,000 lbs./in? (140.6 kg./cm?)
Load Capacity per axle: 32,000 lbs. (14,515 kg.)

3-Foot System with Endcaps

40" x 3" x ¥4" (1,067 mm x 76 mm x 19 mm)

Weight: 1.5 lbs. (0.7 kg)

Internal channel opening - 3/4"W x 3/8"H (19mm x 9.5mm)

Black & Yellow

1800 1802 1804

1806

1-Foot Extension System

12" x 3" x %" (394 mm x 76 mm x 19 mm)

Weight: 0.5 Ibs. (0.2 kg)

Internal channel opening - 3/4"W x 3/8"H (19mm x 9.5mm)

Black & Yellow
1801

Black
1803

Brown

1805

Gray
1807

24-Foot Bulk Box (includes two endcaps)

294" x 3" x 34" (7468 mm x 76 mm x 19 mm)

Weight: 10.0 Ibs. (4.5 kg)

Internal channel opening - 3/4"W x 3/8"H (19mm x 9.5mm)

Black & Yellow
1820

Ultra-Sidewinder® Medium

Load Capacity: 260 Ibs./in? (18.3 kg./cm?)
Load Capacity per axle: 13,500 lbs. (6,123 kg.)

3-Foot System

40" x 9%4" x 1%" (1,067 mm x 248 mm x 35 mm)

Weight: 6.0 lbs. (2.7 kg)

Internal channel opening - 3"W x 3/4"H (76mm x 19mm)

Black
1832

Black & Yellow
1830

1-Foot Extension System

12" x 9%4" x 1%" (394 mm x 248 mm x 35 mm)

Weight: 2.0 lbs. (0.9 kg)

Internal channel opening - 3'W x 3/4"H (76mm x 19mm)

Extension Cords
3/8” (9.5 mm)

or

Air Hoses
3/4” (19 mm)

Garden Hoses
5/8” (16 mm)

Large Industrial Cables
5/8” - 1-1/2”

1841

Black & Yellow Black
1831 1833
3”
(76mm)
9-3/4” i
(248mm) !

Ultra-Sidewinder® Large

Load Capacity: 260 lbs./in? (18.3 kg./cm?)
Load Capacity per axle: 13,500 lbs. (6,123 kg.)

3-Foot System

40" x 13%" x 2%" (1,067 mm x 346 mm x 54 mm)

Weight: 13.5 lbs. (6.0 kg)

Internal channel opening - 3'W x 1%2"H (76mm x 38mm)

Black
1842

Black & Yellow
1840

1-Foot Extension System

12" 13%" x 2%" (394 mm x 346 mm x 54 mm)

Weight: 4.5 bs. (2.0 kg)

Internal channel opening - 3"W x 1%2"H (76mm x 38mm)

(1 6 mm - 38mm) Black & Yellow Black
1841 1843
S —
(76mm)
13-5/8”

(346mm)



